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Note: See Date Approved for any limitations on approval or approval status. 

1 Document Scanners 
 

Manufacturer and 
Model 

Description Site & Site Contact 
(if site involved in 

approval) 

Date 
Approved 

 

Canon Document 
Scanners 

 

If a Canon Document Scanner meets the 
following specifications, then it is approved 
for use with VistA Imaging: 
• Minimum resolution: 300 DPI 
• Minimum performance: 25 page/minute 
• Software Interface: TWAIN 
 
NOTE: You still need to complete Image 
Acquisition Technical Datasheet for Clinical 
Capture Devices and Image Quality 
Certification forms for these scanners. 

VistA Imaging Team 6/8/06 

Canon DR-2080C • Path-through color scanner 
• USB 
• Scan front in 24-bit color 
 

Renee George 
OI NT&EO 7/2/04 

 

Canon DR-3060 • Desktop  Duplex Scanner 
• SCSI-11 
• Black/White with 8-bit, 256 levels 

Cliff Sorensen 
OI NT&EO 8/26/04 

 

Canon DR-3080C • Desktop sheet-fed color scanner 
• SCSI-2 
• Scan front in 24-bit color/ backside in 256 

Grayscale 
 

Cliff Sorensen 
OI NT&EO 6/29/04 

 

Canon DR-6080 • High-speed document scanner 
• USB and SCSI-III 
• Black/White with 8-bit grayscale 

Renee George 
OI NT & EO 7/28/04 

Canon DR-7080C • Universal Flatbed Scanner with ADF 
• USB 2.0 and SCSI-III 
• ISIS / Twain 
• 24-bit color 
• Grayscale 8-bit, 256 levels 

Renee George 
OI NT & EO 12/9/04 

Canon DR-9080C • Color Production Scanner 
• USB and SCSI-III 
• 24-bit color 

Renee George 
OI NT & EO 7/28/04 

Card Scanning Solution 
ScanShell 800N 

• Card scanner 
• USB 
• 24-bit  true color and 8-bit grey scale 

Linda Grist 
West Palm Beach 7/29/04 
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Manufacturer and 
Model 

Description Site & Site Contact 
(if site involved in 

approval) 

Date 
Approved 

 

Fujitsu Document 
Scanners 

If a Fujitsu Document Scanner meets the 
following specifications, then it is approved 
for use with VistA Imaging: 
• Minimum resolution: 300 DPI 
• Minimum performance: 25 page/minute 
• Software Interface: TWAIN 
 
NOTE: You still need to complete Image 
Acquisition Technical Datasheet for Clinical 
Capture Devices and Image Quality 
Certification forms for these scanners. 

VistA Imaging Team 6/8/06 

Fujitsu 3093D • Desktop scanner 
• RS232, SCSI-2 
• Black/white; Grayscale 8-bit 

Sandra Ramos 
Long Beach 4/1/05 

Fujitsu 4110CU • Desktop scanner 
• USB-1 
• 24-bit single pass color 

Indianapolis 
Gary Moore 5/13/02 

 

Fujitsu 620C • Flatbed scanner 
• SCSI-2 
• 36-bit color (internal, single-pass) 

 

VISN 23 
John Beister 

6/24/03 

Fujitsu FI-4010CU 

 

• Workgroup duplex color document 
scanner 

• USB 
• ISIS & TWAIN 
 

Silver Spring OIFO 

 

Before 2003 

Fujitsu FI-4120C 

 

 

• Vertical small footprint model 
• USB or SCSI 
• TWAIN & ISIS 
• B&W & Color 
• Duplex 
 

Silver Spring OIFO 

 

Before 2003 

Fujitsu FI-4220C • Flatbed document scanner with sheet 
feeder 

• USB or SCSI 
• Color 
• Duplex 

Silver Spring OIFO Before 2003 

Fujitsu FI-4340C 
(documents) 

 

• Flatbed document scanner with sheet 
feeder  

• SCSI 
• B/W & Color 
• Duplex 
 

Silver Spring OIFO Before 2003 
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Manufacturer and 
Model 

Description Site & Site Contact 
(if site involved in 

approval) 

Date 
Approved 

 

Fujitsu FI-4750C • High performance document scanner Silver Spring OIFO Before 2003 

Fujitsu FI-5650C • Color duplex document scanner 
• TWAIN and ISIS 
• Ultra SCSI and USB 
• Long document scanning - up to 34" 

Angie Schmus / 
Saginaw 

1024/05 

Fujitsu M4097D • High-speed document scanner 
• TWAIN 
• B/W 
• 11”x17” 
 

Silver Spring OIFO Before 2003 

Fujitsu M4099D • Large volume scanner 
• TWAIN 

Sandra Ramos / 
Long Beach 4/7/05 

Fujitsu M3092DC • Flatbed scanner 
• TWAIN 

Sandra Ramos / 
Long Beach 4/7/05 

Fujitsu ScanPartner 15C • Workgroup color document scanner 
• SCSI-II 
• 30-bit internal single pass color 

Battle Creek /  
Vickie Bloem 9/1/04 

Hewlett-Packard 
LaserJet 3055 

• All-in-1 Flatbed scanner 
• USB 
• TWAIN 
• Black and White 1200 x 1200 DPI 

Indianapolis / Kurt 
Sadlon 12/28/06 

Hewlett-Packard 4400C • Flatbed scanner 
• USB or Parallel 
• 48-bit color  

Charleston / 
Christine Haas 8/26/03 

Hewlett-Packard 5550C • Flatbed scanner 
• USB 
• TWAIN 
• 48-bit color 

Northern California 
/ Denis Eaton 

3/11/04 

Hewlett-Packard 7450C • Flatbed scanner 
• USB or SCSI 
• Color 

Oklahoma City 5/29/03 

 

Hewlett-Packard ScanJet 
4300c 

• Flatbed scanner 
• USB or Parallel 

Fresno / Donald 
Fish 

3/29/07 

Hewlett-Packard ScanJet 
5590 

• Flatbed scanner 
• Hi-speed USB 
• TWAIN 
• 48-bit Color 

Cincinnati / Patricia 
Swope 

9/2/05 
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Manufacturer and 
Model 

Description Site & Site Contact 
(if site involved in 

approval) 

Date 
Approved 

 

Hewlett-Packard ScanJet 
8290 

• Flatbed scanner 
• USB or SCSI 
• TWAIN 
• 48-bit Color 

Albany /  
Marc Forstell 

5/24/04 

Hewlett-Packard ScanJet 
4C 

• Flatbed scanner 
• USB or SCSI 
• TWAIN 
• B/W & Color 

Silver Spring OIFO 10/7/02 

 

Kodak DS Scanner 3520 • 600 DPI Bitonal scanner 
• SCSI 
• TWAIN or ISIS 

Fresno / Don Fish 8/19/05 

Minolta Di2510F • Digital Printer/Copier/Scanner/Fax 
• Up to 600 x 600 resolution 
• Parallel, RJ45 and USB interfaces 
• Scan-to-FTP, HDD, E-mail, URL, 

Network TWAIN 

Wilmington / Phil 
Stermel 

8/2/05 

Zerox Workcentre Pro35 • Black-and-white digital copier, printer, 
scanner, fax, and email. 

• 35 PPM 
• FTP 

Fresno / Don Fish 3/26/07 
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2 Digital Cameras 
Vendors are discontinuing and designing new digital cameras at a fast pace.  You should check 
with vendors on availability, prices and options before considering for use with VistA Imaging.  
Look for good close-up capability (macro), optical zoom factors, flash features, large lens 
apertures (lower F-stops) for low light situations and intuitive controls and menus. 
 

Manufacturer and 
Model 

Description Site & Site Contact 
(if worked with site 

to approve) 

Date 
Approved 

 

Canon Powershot A40 • 2 megapixels 
• USB 

Columbia, SC / 
Meredith Hall 

3/29/07 
 

Canon Powershot A400 • 3.2 megapixels 
• USB 

Memphis / Susan 
Compton 

12/13/05 

Canon Powershot G2 • 4 megapixels 
• TWAIN 
• USB 

Fresno / Don Fish 1/13/04 

Canon Powershot G5 • 5 megapixels 
• USB 1.1 

Pittsburgh / Mary 
Geyer 

9/14/04 
 

Canon Powershot S40 • 2272 x 1704 resolution 
• 4 megapixels 
• 3x optical zoom lens 
• USB 

Fresno / Don Fish 6/23/03 

Canon Powershot SD550 • 7.1 megapixels 
• 4x digital zoom 
• USB 2.0 Hi-speed 

Bronx / Phil Zablocki 7/1/06 
 

Canon Powershot SD900 • 10 megapixels 
• 4x digital zoom 
• USB 2.0 Hi-speed 

Martinsburg / Regena 
Roberts 

3/5/07 
 

Fuji FinePix  S2 Pro 
www.fujifilm.com

• 4256 x 2848 resolution 
• USB, IEEE 1394 FireWire 
 

Michael Ferguson 4/16/03 

Fuji FinePix A210 • 3.2 megapixels 
• 3x optical zoom lens 
• USB 

Northern California / 
Denis Eaton 

3/11/04 

Fuji FinePix A303 • 2048 x 1536 resolution 
• 3x optical zoom lens 
• USB 

Fresno / Donald Fish  11/21/03 

FujiFilm FinePix S7000  • 6.3 megapixels 
• 6x optical zoom lens 
• USB2 

Phoenix / Judy 
Clarke 

6/18/04 

Hewlett-Packard 
Photosmart 120 

• 1152 x 864 resolution 
• 2x digital zoom lens 
• USB 2.0 

John Soditus / 
Coatesville 

8/2/04 
 

Hewlett-Packard 
Photsmart R817 

• 2616 x 1960 resolution 
• 5x optical zoom 
• USB 

Francesco Iacopelli / 
San Antonio 

10/27/05 

http://www.fujifilm.com/
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Manufacturer and 
Model 

Description Site & Site Contact 
(if worked with site 

to approve) 

Date 
Approved 

 

Hitachi KP-D50 • 768 x 494 resolution 
• RS-232 Ctrl, Microlens Array 
• Lens not included 
• Interface allows remote control of all 

camera functions by a PC.  

Birmingham / Lisa 
Franklin 

2/6/03 
 

Kodak  DCS 14n • 4536 x 3024 pixel optical resolution 
• Interchangeable Lens SLR 
• IEEE 1394 (firewire) interface 

Martinsburg / Gary 
Akin 

12/18/03 
 

Kodak DCS420 This camera has been discontinued by 
Kodak 

Martinsburg / Gary 
Akin 

5/14/02 

Kodak DCS560 • 36-bit color 
• SCSI 
• This camera has been discontinued by 

Kodak 

Long Beach / Sandra 
Ramos 

7/27/05 

Kodak LS442 • 2448 X 1632 resolution 
• 4 megapixels 
• 3x optical lens 
• USB, Kodak Eashshare LS443 camera 

dock 

Coatesville / John 
Soditus 

10/31/03 

Minolta Dimage5 • 3.0 megapixels 
• 2x zoom lens 
• USB 

Augusta / Ricky 
Hedgepeth 

3/3/05 
 

Nikon Coolpix 4300 • 4.0 megapixels 
• 3x zoom lens 
• USB 

Minneapolis / John 
Hayes 

 

4/6/04 
 

Nikon Coolpix 4500 
www.nikonusa.com

• 2272 x 1704 resolution 
• 4.0 megapixels 
• 4x zoom lens 
• USB 
• Optional lenses 
• Circular flash option 

Saginaw / Beverly 
Doyle 

3/5/03 
 

Nikon Coolpix 4600 • 4.0 megapixels 
• 3x zoom lens (digital zoom up to 4x) 
• USB 

Robert Kaplow / 
Brooklyn 

5/23/05 

Nikon Coolpix 5400 • 5.1 megapixels 
• 4x zoom Nikor lens 
• USB 

Sandra Ramos / 
Long Beach 

6/27/05 

Nikon Coolpix 5700 • 2560 x 1920 resolution 
• 5.0 megapixels 
• 8x zoom lens 
• USB 
• Focus range 19.7” to infinity; in macro 

mode 1.2” to infinity 

Lebanon /  
Margaret Manion 

3/5/03 

Nikon Coolpix 880 • 3.43 megapixels 
• 2.5x Zoom Ziccor Lens with optional 

lens’ available 
• USB and Serial interfaces 

Lebanon / Margaret 
Manion 

5/13/03 

http://www.nikonusa.com/
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Manufacturer and 
Model 

Description Site & Site Contact 
(if worked with site 

to approve) 

Date 
Approved 

 

Nikon Coolpix 950 • 2.11 megapixels 
• 3x Zoom Ziccor Lens 
• Serial interface 
• JPEG & TIF formats 

Lebanon / Margaret 
Manion 

3/27/03 

Nikon Coolpix 990 • 3.34 megapixels 
• 3x zoom lens 
• USB 

Northern California / 
Denis Eaton 

3/11/04 

Nikon Coolpix 995 • 2048 x 1536 
• 3.34 megapixels 
• 4x zoom lens 
• USB 
• Optional lenses 

Indianapolis 4/1/02 

Nikon Coolpix L3 • 5.1 megapixels 
• 3x optical zoom lens 
• USB 

Brooklyn / Robert 
Kaplow 

11/3/06 

Nikon D70 • 6.1 megapixels 
• USB 

Walla Walla / Bradly 
Arfman 

12/28/06 

Nikon D100 • 6.1 megapixels for 3008 x 2000 pixel 
images 

• USB 1.1 interface 
• List of compatible lenses available 

VISN 2 / Slavco 
Miling 

2/25/03 

Nikon D1X • 5.3 megapixels for 4024 x 1324 pixel 
images 

• Interface : IEEE1394 and RS-232C 
[GPS unit (not Nikon product) 
connection] 

Louisville /  
Kay Wright 

6/25/03 
 

Nikon Coolpix P2 • 8 megapixels 
• Wi-Fi and USB v2.0 interface 

Mt. Home / Tersa 
Davis 

12/21/05 

Olympus C4000 • 4.0 megapixel 
• Optical 3x zoom lens 
• USB auto-connect 

Charleston / 
Christine Haas 

4/11/03 

Olympus C720 
www.olympus.com

• 1984 x 1488 resolution 
• 10x optical zoom 
• 3.0 megapixel 
 

 
 

Before 2003 

Olympus Camedia D510 • 1600 x 1200 resolution 
• 2.11 megapixels 
• 3x zoom lens 

Greater LA Before 2003 
 

Olympus Camedia E10 • 4 megapixels 
• Parallel port 
• JPEG / TIFF 

Albany /  
Nancy Fischer 

2/21/03 

Olympus D600L • 1280 x 1024 resolution  
• 1.4 megapixels 

Indianapolis / Kurt 
Sadlon 

4/1/02 

Olympus DP12 • 3.24 megapixels 
• USB 

Dublin / Brad 
Stephens 

5/31/02 

http://www.olympus.com/
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Manufacturer and 
Model 

Description Site & Site Contact 
(if worked with site 

to approve) 

Date 
Approved 

 

Olympus DP71 • 12.5 megapixels 
• 36-bit RGB color depth 
• PCI Bus Interface 

Charleston / Christine 
Haas 

8/18/06 

Olympus Evolt E-500 • 8.15 megapixels 
• Color space: sRGB/AdobeRGB 
• USB 2.0 

Houston / Claud 
Rankin 

6/11/07 

Olympus Q-Color 3 • 3.2 megapixels 
• TWAIN 
• Firewire 

Charleston / Christine 
Haas 

11/22/06 

Samsung Digimax 240 • 2 megapixels 
• 6x zoom (Optical 3x, Digital 2x) 
• USB port 

Tuscaloosa / Leon 
Layton 

7/25/03 

Sony CyberShot DSC-
S85 

• 2272 x 1704 maximum resolution 
• 4.1 megapixels 
• USB 

South Texas / 
Francesco Iacopelli 

 

11/17/05 
 

Sony Digital 
Mavica MVC-CD400 
 
www.sony.com

• 2272 x 1704 resolution 
• 4.0 megapixels 
• 3x optical zoom 
• Writes JPEG files to CD-R /RW miniCD 
•  

 Before 2003 

Sony DSC-S75 
www.sony.com

• 2048 x 1536 resolution 
• 3.34 megapixels 
• 3x optical zoom & 

6x digital precision zoom 
• USB, 
• Sony memory stick 
 

 Before 2003 

Sony Mavica FD90 • 1280 x 960 
• 8x optical zoom lens 

Charleston / Christine 
Haas 

2/25/03 

Sony Mavica MVC-
FD200 

• 1600 x 1200, 1024 x 768, 640 x 480 
• 2.1 megapixels 
• 3x optical /6x precision digital zoom lens 
• USB 

Fresno / Don Fish 10/6/03 

Toshiba PDR-M5 • 1600 x 1200 
• 3x optical room lens 
• USB 

Long Beach / Sandra 
Ramos 

7/19/05 

Viterion Telehealth 500 
Monitor 

• Combination digital camara and monitor 
system 

• USB 
 

Gary Akin / 
Martinsburg 

5/10/05 
 

Xerox DCS 420, 432, 
460 

• Images are imported into VistA Imaging 
and the process is cumbersome. 

Lebanon / Leonard 
Tanner 

8/1/02 

 

http://www.sony.com/
http://www.sony.com/
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3 Microscope Cameras 
 
Manufacturer and Model Description Site & Site Contact 

(if worked with site 
to approve) 

Date 
Approved 

 

Diagnostic Inc. SPOT and 
SPOT2 
www.diaginc.com

• 1315 x 1033 resolution 
• SCSI 
• Needs open PCI bus slot 
• Drivers for PC or MAC 
• Microscope camera 
• SPOT-2 incorporates all features of 

the SPOT, but has a dual position 
color filter 

New York Harbor / 
Maria Schay 

7/1/02 

LEICA DC500 
 
 

• 12 megapixals is highest resolution 
• TWAIN and Firewire interfaces 
• 42-bit RGB 
 
 

Fresno / Don Fish 3/13/03 
Approved for 

importing 
images only.  

TWAIN 
interface not 
yet working. 

Nikon DS 5M-U1 • 5 megapixel 
• USB 
 

New Jersey / James 
Stamets 

10/10/05 
 

Olympus DP70 • Up to 12.5 megapixal resolution 
• 12-bit color depth (saved as 48-bit 

files) 
• PCI Bus 
• TWAIN Compliant  

Lebanon / Jodi Groff 8/1/06 
 

Nikon DS-L2 Camera 
Controller 

• Zoom up to 16x 
• USB 

Lebanon / Lesley 
Thome  

1/18/07 
 

 

http://www.diaginc.com/


Clinical Capture Devices for VistA Imaging 

VistA Imaging Software Design and Development 
Veterans Health Administration 
Department of Veterans Affairs 

13

4 Other Clinical Capture Devices 
 
Manufacturer and Model Description Site & Site Contact 

(if worked with site 
to approve) 

Date 
Approved 

 

Card Scanning Solution 
ScanShell 800N 

• Card scanner 
• 24-bit true color 
• USB 

West Palm Beach / 
Linda Grist 

8/26/04 
 

Sony SSC-DC134 • Video Camera Northport / Ann 
D’Annunzio 

7/24/03 

Sony DXC970MD • 3 CCD Medial Video Camera 
• High resolution of 750 TV lines 
• RS-232 

Birmingham / Lisa 
Franklin 

 

2/6/03 
 

Clark Clark-TUT • Image Capture and Processing System Albany, NY / Nancy 
Fischer 

3/14/03 

Parks Medical Flo-Lab 
2100 SX 

• Vascular US machine 
• Frame grab interface only is approved 

for use with VistA Imaging.  HL7 and 
DICOM interfaces are not yet 
available. 

Pittsburgh / Robert 
Monte 

9/9/03 
Only Frame-

grab approved. 

I3-Systems ABD A/B scan 
unit 

• 10 MHz globe and orbit B-scan 
• 20 MHz anterior B-scan 
• A-scan for biometry/IOL calculations 
• Standardized-equivalent diagnostic A-

scan 

Charleston / Christine 
Haas 

10/31/03 
Only tested the 

importing of 
images.  
TWAIN 

interface not 
working at the 
time of the test 

and is not 
approved. 

 
Remote Scan v7.5 • Allows TWAIN compliant scanner to 

be shared over LAN or WAN 
Northport / Ann 

D'Annunzio 
8/25/04 

Respironics REMstar Pro • Remote data collection device for 
Sleep Therapy statistics 

Albany / Mark 
Forstell 

1/10/05 
 

Viterion500 TeleHealth 
Monitor (inlcudes digital 
camera) 

Camera: 
• 2 megapixels 
• Focus is manual 100 mm to infinity 
• View angel: Horizontal: 51 degress 

Vertical:    38 degress 
 

Gary Akin / 
Martinsburg 

5/23/05 
 

Kay Elemetrics Digital 
Video Stroboscopy System 
9295 

• Images for endoscopy and 
stroboscopy 

• Immediate recall and playback of 
recorded exams 

• Dual light source 
• Interface between this device and 

VistA Imaging is via Image Import 
Only. 

 

Karl Lui /  
New York Harbor 

3/23/05 
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Manufacturer and Model Description Site & Site Contact 
(if worked with site 

to approve) 

Date 
Approved 

 

Kay Elemetrics Computer 
Speech Lab Model CSL-
4300 

• Multi-Dimensional Voice Program 
• Voice Range Profile 
• Real-Time Spectrogram 
• Sona-Match 
• Interface between this device and 

VistA Imaging is via Image Import 
Only. 

Karl Lui /  
New York Harbor 

6/1/05 
 
 
 

Kay Elemetrics 
Swallowing Workstation 
7100 

• File type: JPG 
• Interface between this device and 

VistA Imaging is via Image Import 
Only. 

Sandra Ramos / 
Long Beach 

6/29/06 
 

5 Frame Grabber or Interface Cards for the Clinical Capture 
Workstation 

 
Manufacturer and Model Contact Information Date 

Approved 

 

Integral Boards - I-CUBE 
 

1916 Crain Highway S. 
Suite 2 
Glen Burnie, MD  21061 
(888)774-2823 
(443)572-0660 
www-i-cubeinc.com 
Rep: Steve Paguini 

2006 

Matrox Boards Spectro Associates, Inc. 
1107 Nelson Street 
Suite 203 
Rockville, MD  20850 
www.SpectroSales.com
(301)294-9770 

2006 

   
 

http://www.spectrosales.com/


Clinical Capture Devices for VistA Imaging 

VistA Imaging Software Design and Development 
Veterans Health Administration 
Department of Veterans Affairs 

15

5.1 End of Lifed Boards 
 
Manufacturer and Model EOL Date 

 

Truevision AT VISTA Before 
2000 

Matrox Meteor (original) 2006 
Matrox Meteor II Standard  
Matrox Orion  
Matrox Meteor (original)  
 
Note: The Vista Imaging Clinical Capture software still supports the Matrox Meteor II Standard 
and the Matrox Orion boards but sites can’t purchase new ones.   



Clinical Capture Devices for VistA Imaging 

VistA Imaging Software Design and Development 
Veterans Health Administration 
Department of Veterans Affairs 

16

Approval process for Clinical Capture Devices 
 
If you want to interface a device that is not in this list, submit the following information to 
Kathy.Trombetta@med.va.gov (301-734-0357), at the Silver Spring Field Office. 
 
• Image Acquisition Technical Datasheet for Clinical Capture (used to update your Site Agreement and 

document the device for approval) 
• Connect the device to VistA Imaging and, using a test patient in VistA, capture 2-3 test images.  The 

sample images should be captured in the same way you plan to capture production images.  E-mail 
the sample images or put them in your site's FTP folder and inform Silver Spring that they are ready 
to be picked up. 

• View the sample images and complete an Image Quality Certification. 
• A Clinician must certify the images if the device will be used to capture medical images 
• This form will be used to update your Site Agreement and document the device for approval 
• Fax or mail this form to (1335 East West Hwy; 3rd Floor; Silver Spring, MD  20910 or 301-

734-0146) 
• Vendor's technical specifications for the device or a pointer to the specification on the vendor’s web 

page. 
 
This data will be reviewed and the device will be approved (for use with VistA Imaging), rejected, or 
additional information requested, if necessary.    You will be informed via e-mail of the outcome of the 
review when the review process is complete. 
 
Until the device is approved for use with VistA Imaging, it cannot be used with production data. 

mailto:Kathy.Trombetta@med.va.gov
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